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Installation instructions 

Evolution

Ducati 1199 Panigale
Ducati 1199 Panigale S
Ducati 1199 Panigale R

*503760*
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1. The manufacturer, importer or dealer shall not be liable for any incidental damage including personal injury 

sensitive to high temperature.
2. 

3. 

4. 

people, especially children, from the injuries mentioned above.
5. 

membranes. Keep out of reach of children.
6. 

notice.
7.  from your vehicle, please compare the parts you received 

8. 
pictures representing individual steps of the installation, please note that the photographs and pictures 

photographs and pictures 

9. 

system.
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  I

 Apply 3 to 4 small drops of bolt sealant onto the cleaned and degreased threads 
before tightening the bolts. 
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1.
2.

 

 

3.
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4.   
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5.
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6.

7.

Undo the marked circlip and remove the cable off the valve   

Disconnect the marked connectors   
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8.   
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9.
installation kit   

10.   

4.9Nm 
3.6ftlb
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11.

12. Undo the marked spring 
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13.

14.
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15.
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16.

1.
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2.  
 
 

4.9Nm 
3.6ftlb

9.8Nm 
7 ftlb
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3. Tighten the rear header onto the cylinder head, using stock nuts  
 

4.

 
 

9.8Nm 
7 ftlb3 
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5.
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6.

 

22Nm 
16ftlb
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22Nm 
16ftlb
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7.  

 

34Nm 
25ftlb

34Nm 
25ftlb
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8.  

 

9.
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10.  
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11.

 

 

12.



23

13.
torque 

22Nm 
16ftlb
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14.  

22Nm 
16ftlb

22Nm 
16ftlb

9.8Nm 
7 ftlb3 
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15.  

 

16.
manufacturer manual for tightening torques. 

3 
22Nm 
16ftlb
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 soft dry cloth.

 

because they can damage the sticker.

 

system is normal due to the high temperatures.
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