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Installation instructions

Optional Header

BMW R 1250 GS
BMW R 1250 GS Adventure
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system.

GENERAL INFORMATION

COPYRIGHT AND OTHER RIGHTS NOTICE
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EXHAUST SYSTEM AND THIS INSTALLATION MANUAL CORRESPOND 
TO THE TYPE OF YOUR MOTORCYCLE. 

ALLOW THE EXHAUST AND ENGINE TO 
COOL DOWN BEFORE BEGINNING INSTALLATION OR ANY OTHER WORK ON THE EXHAUST SYSTEM.

SECURELY POSITIONED TO PREVENT TIPPING OVER

ALL THE 
PARTS NECESSARY FOR THE INSTALLATION

SECURE YOUR MOTORCYCLE’S GROUND CLEARANCE.

SAFETY AND COMPLIANCE WARNING, PLEASE READ CAREFULLY
BEFORE REMOVING THE STOCK EXHAUST SYSTEM AND BEGINNING THE INSTALLATION OF YOUR 
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NOISE AND EMISSION WARNINGS

General warning

USA WARNING

CALIFORNIA WARNING

CAUTION OR IMPORTANT

HAND TIGHTEN

INSTALLATION TIP

LUBRICATION

TOOLS AND PROTECTIVE 
EQUIPMENT REQUIRED

TIGHTENING TORQUE

SYMBOLS

GENERAL NOTE

USE BOLT SEALANT

USE ANTI-SEIZE LEAD-FREE COPPER PASTE (black tube)

USE ANTI-SEIZING GREASE (white tube)

WARNING! Avoid contact with skin, eyes and mucous membranes. Do not inhale fumes. Keep 
out of reach of children.

WARNING! Avoid eye contact. Keep out of reach of children.

WARNING! Avoid eye contact. Keep out of reach of children.



Tools & equipment 

PARTS LIST

T-handle swivelling 
T-handle swivelling 12 mm wrench
T-handle 10 mm wrench
T-handle 15 mm wrench

Combination 17 mm wrench
Combination 22 mm wrench
Spring puller
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Slip-On
(F 01)

(F 02).



F 03

F 04
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(F 04).
 

be careful not to damage any part of the motorcycle during this procedure!

 (F 03).
 

be careful not to damage any part of the motorcycle during this procedure!



F 05

F 06 
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tighten it (F 06).

(F 05). 
be careful 



F 07 

F 08 

(F 08).   
-

let if necessary to tap the connections into place!

tighten the nuts (F 07). 
 

be careful 



F 09 

F 10 
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(F 09, 10, 11).



F 11

F 12 
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(F 12)

be careful 



F 13 

F 14 
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(F 13).
.
 

(F 14).



F 15 

F 16
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Slip-On (F 16). 
 

(F 15). 
 

be careful not to damage any part of the motorcycle during this process! 
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® or 

®

authorized dealer!

heat shield!

THE FIRST 100 KM AFTER REPLACEMENT.

THE HIGH TEMPERATURES.

®



Problem Possible cause Solution
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